
 
PRODUCT INFORMATION: 
SPEED RAMPS + Fixings 
T--.-- 
 

 

 
 
 
 
 
Make traffic safety a priority on your site with the highly effective heavy duty 
speed bumps. This unique range includes many benefits as listed below including 
the dog bone feature – a system that prevents any segment working loose 

 
BENEFITS TO YOU: 
 

Provides Excellent All Night 
Visibility: 
With integral white reflectors 
 

Prevent Individual Segments Walking:  
With dog bone connectors 
 

Universal Application:  
Suitable for asphalt and concrete 
 
Extra Protection: Incorporates cable recess 
 

Will Withstand 40 Tonne HGV’s: Manufactured from heavy duty thermoplastic 
 

Increase Productivity: Quick and easy to install 
 
PRODUCT DATA: 
Height:  75mm / 100mm 
 

Spec (speed restriction)  
75mm reduces traffic to 10mph 
50mm reduces traffic to 15mph 
 

Size (footprint)  Inners- 500mm x 400mm 
Ends- 210mm x 400mm 
 

Overall 
Length of 
Ramp 

Including End Caps Without End Caps 

Yellow 
Inners 

Black 
Inners 

Yellow End 
caps 

Black End 
caps 

* 
Yellow 
Inners 

Black 
Inners 

* 

2.5m 2 2 1 1 20 3 2 20 

3.0m 3 2 0 2 24 3 3 24 

3.5m 3 3 1 1 28 4 3 28 

4.0m 4 3 0 2 32 4 4 32 

4.5m 4 4 1 1 36 5 4 36 

5.0m 5 4 0 2 40 5 5 40 

5.5m 5 5 1 1 44 6 5 44 

6.0m 6 5 0 2 48 6 6 48 

6.5m 6 6 1 1 52 7 6 52 

7.0m 7 65 0 2 56 7 7 56 

 
 
 



 

 

The information provided in this Product Data Sheet is intended for general guidance only and is given in good faith 
based on Meon Marketing current knowledge and experience. No warranty in respect of fitness for a purpose, or any 
other liability whatsoever can be inferred from the information contained within this data sheet. Users should 
determine the suitability of the materials for their particular application and should always refer to the most recent 
issue of the Product Data Sheet for the product concerned. All materials are supplied in accordance with our standard 
terms and conditions of sale (available upon request). 

 

railside,  

northarbour spur,                                   

portsmouth, hants, p06 3tu  

tel; 023 9220 0606 fax; 023 9220 0707 

email; mail@meonmarketing.com 

PERMANENT SIGN AND POSTS: 
 

Permanent signs are produced in accordance with the 
Traffic Signs Regulations and  
General Directions (TSRGD) 2002 and are specific to 
their siting including road classification and speed. 
Typical options are; 
 
POST ALSO AVAILABLE: 
1. Galvanized - Regular 

issue for optimum durability.  Range of diameter 
sizes available - 76mm from stock  
2. Light base - Wider diameter base posts comes 
with access panel for illumination controls.  
Optional bitumen coated foot to minimise corrosion 
 
 
FLEXI SIGNS: 
 

Allegrini:  
 

Traditional, rounded verge 

post made from hollow UV 

resistant polyethylene. 

Black/white with Class 1 red 

or white reflectors. 1300mm 

overall height and includes 

fixing pegs. 

 

Flexi Markers: 
 

Flexible spring back verge 
marker made from slightly 
curved plastic with pointed 
and barbed spike. Packed 
10/bag, 1400mm overall 
height and incorporating 
Class 1 or Class 2 reflector as 
required. 
 


